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CONVEYING |COMPONENTS | BALL TRANSFER UNITS

MILD STEEL, NYLON OR STAINLESS STEEL BALL
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ball ball up ball down ball up ball down ball up ball down
dga. » B € D E F G H "  load load load load load
19 291 10.0 120 32 32 61.0 445 51 25 10 20 10 25 10
25 372 142 158 63 35 73.0 556 5.1 55 25 25 10 55 25
31 455 162 199 80 42 737 587 5.1 125 55 125 55
40 556 214 246 87 6.0 89.0 700 7.0 140 60 140 60
50 75.3 283 30.2 143 6.3 120.7 92.0 8.0 340 100 340 100
MILD STEEL, NYLON OR STAINLESS STEEL BALL
¥ < A >| |< D >
C A X
o . O
H
B E G
v
.Y A4 @ P
< F >
ball ball up ball down ball up ball down ball up ball down
da. » B € D E F G H “ad  load load  load load  load
19 321 325 47 650 38.0 49.2 254 6.3 25 10 20 10
25 39.7 413 6.3 65.0 38.0 49.2 254 6.3 55 25 25 10 55 25
31 73.0 444 80 58.7 58.7 47.6 476 4.8 125 55 125 55
40 555 57.0 11.9 58.7 58.7 47.6 476 4.8 140 60 140 60

All dimensions are in mm and all loadings are in kg unless otherwise stated
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SCOTLAND, NORTH EAST t: 01698 732523 f: 01698 730947 e: SCOTSALES@VARLEY.CO.UK
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